
of the flow.
2) Slowly open the supply line.
3) Slowly increae the pressure using a hex-key.

Turn clockwise to decrease the pressure. Turn
counterclockwise to increase the pressure.

Verify sizing with the chart below:

Please read these instructions carefully!

Your Jordan Valve product will provide you with long, trouble-
free service if it is correctly installed and maintained. Spend-
ing a few minutes now reading these instructions can save
hours of trouble and downtime later. When making repairs,
use only genuine Jordan Valve parts.

Pre-Installation

Before installation please verify the following:
1) Verify that system pressures match the pressures

listed on the valve tag.
2) All lines have been cleaned of foreign matter.
3) Verify that all materials are compatible with the

media.
4) Directional flow arrow on valve.

Preferred Installation

For vertical installation in the line the condensate tubing has to
be connected to evacuate the condensate.
For horizontal installation it is possible to close the condensate
tubing connection with a pipe plug.

1) Install the valve with the flow arrow pointing in direction

Warning: Jordan Valve Control Valves must only be used, installed, and repaired in accordance with these Installation &
Maintenance Instructions. Observe all applicable public and company codes and regulations. In the event of leakage or
other malfunction, call a qualified service person; continued operation may cause system failure or a general hazard.
Before servicing any valve, disconnect, shut off, or bypass all pressurized fluid. Before disassembling a valve, be sure to
release all spring tension.

PROTECT VALVES WITH LINE STRAINERS
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I&M 518
Installation & Maintenance Instructions for

Mark 518 Low Pressure/Back Pressure Regulator
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.c.w"6.1 388

.c.w"4 2141

.c.w"6 5671

.c.w"01 5922

.c.w"61 5282

.c.w"02 8713

isp61.1 1604

isp54.1 0954

isp9.2 3006

isp8.5 8288

isp52.7 495,01



Mark 518 Spare Parts List and Illustration
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.soP noitangiseD .oNmetI
1 etelpmoC,gnisuoH 055-RB
2 taesgnisuoH 155-RB
3 002M,emodgnirpS 355-RB
4 etelpmoc,wercsgnitteS 225-RB
5 ediuggnirpS 025-RB
6 csidmgarhpaiD 915-RB
7 csidgnilaeS 121-RB
8 gnirgnilaeS 911-RB
9 mgarhpaidnotiV 611-RB
01 nipgnitacoL 845-RB
11 ediugcsidmgarhpaiD 605-B
21 tlobediugreppU 505-B
31 etelpmoc,csidgnilaeS 455-RB
41 tlobediugelddiM 405-B
51 taesevlavrewoL 905-B
61 gnirkcoL 805-RB
71 tlobediugrewoL 305-B
81 hsuB 315-RB
91 etalpralloC 105-RB
02 hsubediuG 415-RB
12 etelpmoc,gnirpsgnitteS 015-RB
22 rabm01,gnirpsgnitteS 725-RB
32 rabm02,gnirpsgnitteS 825-RB
42 rabm05,gnirpsgnitteS 925-RB
52 rabm001,gnirpsgnitteS 035-RB
62 rabm002,gnirpsgnitteS 135-RB
72 rabm005,gnirpsgnitteS 235-RB
82 taesevlavreppU 115-RB
92 mm5.2/56gnir-O 001-RB
03 mm2/94gnir-O 101-RB
13 mm2/04gnir-O 201-RB
23 mm5.1/9gnir-O 301-RB
33 tun,gnirgnirps,41x5M,wercs.lyC
43 gnirgnirps,61x6M,wercs.lyC

.soP noitangiseD .oNmetI
1 etelpmoC,gnisuoH 052-RB
2 ediuggnisuoH 252-B
3 002M,emodgnirpS 355-RB
4 etelpmoc,wercsgnitteS 225-RB
5 ediuggnirpS 025-RB
6 csidmgarhpaiD 915-RB
7 csidgnilaeS 121-RB
8 gnirgnilaeS 911-RB
a9 mgarhpaidEFTP 511-RB
b9 mgarhpaidnotiV 611-RB
01 etelpmoc,csidmgarhpaiD 102-B
11 hsubediuG 902-B
a21 Petelpmoc,csidgnilaeS 302-B
b21 Vetelpmoc,csidgnilaeS 402-B

31 081wercsgnilaeS 222-B
41 081taesevlaV 342-B
51 87.1x70.6gnir-O 721-B
61 5.1x52gnir-O 521-RB
71 87.1x50.06gnir-O 621-RB
81 rabm01,gnirpsgnitteS 725-RB
91 rabm02,gnirpsgnitteS 825-RB
02 rabm05,gnirpsgnitteS 925-RB
12 rabm001,gnirpsgnitteS 035-RB
22 rabm002,gnirpsgnitteS 135-RB
32 rabm005,gnirpsgnitteS 235-RB
42 gnirgnirps,56x8M,wercs.lyC
52 tun,gnirgnirps,41x5M,wercs.lyC


